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RoomWizard II - Wiring & Cabling

LED Status lights are bright red and green which signal a 
room’s availability from a distance.

Display of the room’s schedule, hostname, meeting purpose, 
meeting times, room details, and timeline are shown.

Actual Dimensions of the device:
Width 206mm x Height 130mm x Depth 57mm

The 7" , 178mm touchscreen allows user to claim a room for 
an impromptu meeting, adjust meeting time, or end a meeting 
early.

RoomWizard II
powered using Power over Ethernet (PoE). 
PoE cables run from the PoE switch typically 
located in the data closet. Contact clients 
IT department to determine the PoE switch 
locations. Cable routing needs to be planned 
prior to installation.

Built-in security holes allow RoomWizard II to be secured using a 
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RoomWizard II - Fixing Options
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RoomWizard II – Room Scheduling System

General
RoomWizard II is a web-based room scheduling 
system with touchscreen display.
Reserve a room from any networked computer, smart 
phone, or RoomWizard II device.
The 7” ,178mm touchscreen allows user to claim a
room for an impromptu meeting, adjust meeting time, 
or end a meeting early.
RoomWizard II can stand alone or synchronize with 
systems like Microsoft Exchange, Lotus Domino 
servers, and several other third party software 
systems.
LED Status lights in red and green signal a room’s 
availability.
RoomWizard II comes with everything needed to 
operate in classic mode, as a stand-alone system with 
standard firmware which is included. To operate in 
synchronized mode, the synchronization drivers must 
be purchased separately.
The firmware may be updated via the internet or micro 
USB drive.
Built-in security holes allow RoomWizard II to be 
secured using a Kensington lock

Two versions available
RoomWizard II – Standard
RoomWizard II – ZigBee
Both versions are visually identical.
The ZigBee enabled device contains additional 
hardware components (ZigBee module).

ZigBee
ZigBee is a specification for a suite of high level 
communication protocols using small, low-power 
digital radios for Low-Rate Wireless Personal Area 
Networks (LR-WPANs), such as wireless light 
switches with lamps, electrical meters with displays, 
projectors or other electronics equipment via short-
range radio.
The technology defined by the ZigBee specification is 
simpler and less expensive than other WPANs, such 
as Bluetooth.
ZigBee is designed for radio-frequency applications
that require a low data rate and secure networking.
Detailed information on ZigBee is available on 
www.zigbee.org

Dimensions of RoomWizard II
Width 206mm
Height 130mm
Depth 57mm
Installation depth with mounting bracket 57mm
Diagonal screen size 7" (178mm)
Weight 600gr

Standard delivery includes
RoomWizard II appliance
RoomWizard II operating system
Standard mount

Installation and operation guide
Standard 3 year warranty

Options
Extended Warranty

Standard warranty for RoomWizard II is 3 years
An extended warranty of 5 years is optionally available

Fixing Options
Standard Fixing Bracket  (standard)
Universal Fixing Bracket (optional)
Direct-to-glass Fixing Bracket (optional)

Recommended mounting height
Recommended mounting height is 1300mm from floor 
to top of unit.

Wiring and Cabling
RoomWizard II connects to a network and is powered 
using Power over Ethernet (PoE). PoE cables run from 
the PoE switch typically located in the data closet.
It is necessary to plan for cable routing prior to 
installation.
PoE cables are not included in the delivery of 
RoomWizard II

Technical Specifications
Device Specifications

Touchscreen: capacitive touchscreen
Size: 7" diagonal (178mm)
Aspect ratio: 16:9
Resolution: 800 x 430 WVGA
Color depth: 16M colors
Memory: 4Gb

Ethernet
10BaseT/100BaseTX, DHCP, IEEE 802.3U & 802.3af 
compliant

Power Requirements
Power over Ethernet: 802.3af & 802.3at compliant

Environmental
Temperature: +5° to +40°C
Humidity: 5% to 90% RH, Non condensing

Certifications
FCC Class A, UL, CE, EMC / EMI, RoHS

Cleaning
The RoomWizard II screen can be wiped clean by 
using a microfiber cloth.

Accessories
Software Packages for synchronized mode

Dirver software for synchronizing with Lotus Domino
Driver software for synchronizing with Microsoft 
Exchange
Upgrade package for Microsoft Exchange Software
The upgrade package is for customers who wish to 
upgrade from the 2.X Connector to the 3.X Connector. 
A previous license must be owned prior to the
purchase of an upgrade.
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SnapTag
A free downloadable iPhone app can connect with 
RoomWizard II to capture whiteboard notes and send 
to all attendees mentioned in the meeting invitation via 
email.

Support and Service - Contact Anders+Kern on 01638 510900
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Accessories

Description Code Class

RoomWizard II - Standard RW5 003 00S
Options Universal Fixing Bracket

Direct-glass Fixing Bracket
Extended warranty - 5 years

RoomWizard II - ZigBee RW5 003 10Z
Options Universal Fixing Bracket

Direct-glass Fixing Bracket
Extended warranty - 5 years

Description Code Class

Lotus Domino Synch. Package RW5 000 320

Microsoft Exchange Sync. Package RW5 000 330

Microsoft Exchange Sync. Package 
Upgrade

RW5 000 340
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